Strut profiles with 10 mm slot

The Rexroth modular profile system, with 10 mm slots

in the modular dimensions 40 mm, 45 mm, 50 mm, and
60 mm, covers all conventional profile dimensions on the
world market.

Thanks to their computer-optimized design, the strut

Slot, modular dimensions, central bore
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profiles L with 10 mm slot (modular dimensions 40 mm,
45 mm, and 50 mm, e.g. 50x50L) combine high strengths
with minimum use of materials. This gives you

a cost-effective and stable solution for the construction
of tables, protection devices or frames, for instance.
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*) The following L-profiles have a “heavy” slot geometry:
45x90x90L; 45x90x90L 4N; 90x90L; 90x90L 4N; 90x90L 4NVS; 90x180L
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Minimum profile lengths (mm) for Quick & Easy standard

profile finishing on one or both sides

Reduced maximum profile lengths L

‘max i

at customized profile finishing

- Mi2 M16 D9.8  D17/DB17 Fi L,,. (mm) L,..; (mm)
- 50 60 120 50 60 60 6070 5400
M12 60 110 180 90 90 110 3000 2300
M16 120 180 240 150 170 170 2000 1300
D9.8 50 90 150 80 70 90
D17/DB17 60 90 170 70 80 90
F1 60 110 170 90 90 80

For applications with high loads, we recommend especially
stable profiles with 10 mm slots, e.g. for heavy work tables,

fixtures, machine frames, transport shuttles, protective
enclosures, and handling systems.

Profile finishing

Due to its very sturdy design, this slot allows maximum
strength connections.
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