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Connection elements, selection criteria

recommended suitable unsuitable

Tensioning 
connector

Slot 
connector

Inner 
bracket

Bracket Central 
bolt

T-connector Quick 
connector

Bolt 
connector

High feed force

High moment

High torsional moment

Minimal finishing

M12
9,8

D17 D17

Minimal assembly

5

5

5 Low parts costs

Subsequent mounting 
in closed frame

Adjustment possible

Mounting of panel elements

Internal connection 
(concealable)
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00111369

12
9

M

11,6

00109387

10

Expanding nut

10

▶▶ For attaching light accessories such as cable ties 
or rings

▶▶ Easy assembly by clipping into the profile slot
▶▶ Profile finishing: Not required

Required accessories:
Countersunk screw

Expanding nut Slot M No.

10 M4 100 3 842 554 774

M5 100 3 842 554 776

M6 100 3 842 554 778
Material: PA; signal gray similar to RAL 7004
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Parallel connector

108

00139146

8

10
D9,8
D7,8

F = 600 N

7,3 Nm

00139156

 l

8 10

▶▶ For a gap-free connection between two strut profiles, 
parallel to the axis or at any angle

▶▶ Parallel connector consisting of two sliding blocks with 
welded springs for simple assembly

▶▶ Attractive-looking interior connection, e.g. for material 
shelves

▶▶ Connection possible in any position
▶▶ Transferable displacement force per parallel connector: 

600 N
▶▶ Profile finishing: Through-hole

Parallel connector Slot l (mm) No.

8 16 10 3 842 542 737

10 20 10 3 842 542 736
Material: Sliding block: Steel; galvanized

Spring: Spring steel; stainless
Scope of delivery: Sliding block with spring, swivel-in sliding block 

with spring, countersunk screw M5

Slot Fmax

8 600 N

10 600 N
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35854

62

Slot connector P1 P2 ESD No.

8/8 8 8
ESD

10 3 842 558 566
8/10 8 10

ESD
10 3 842 558 567

10/10 10 10
ESD

10 3 842 558 568
Material: Slot connector: Steel; galvanized 

Anti-torsion element: PA6

Slot Fmax Mmax Mmax

8 / 8 1000 N 35 Nm 15 Nm

8 / 10 1000 N 35 Nm 15 Nm

10 / 10 3000 N 110 Nm 30 Nm

▶▶ Slot connector for fast assembly
▶▶ The connector can be moved within the slot
▶▶ Easily accessible screws
▶▶ Anti-torsion element can be removed if necessary, 

variable alignment (slot 10/10; 8/10) 
▶▶ Headless setscrew, preassembled 
▶▶ Profile finishing: Not required 

Slot connector

ESD

8 10

35411

P1

P2
P2

P1

108 Nm
1010

Nm

8 8 10Nm

108 2,5Nm
1010

7Nm

8 8 2,5Nm

12

10






